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Motore

Diesel iniezione diretta ad emissioni ridotte secondo normative UE 97/68,
raffreddamento ad acqua, 4 cilindri turbocompresso, potenza 74,4 kW (101
HP).

Trasmissione

Idrostatica a circuito chiuso e regolazione continua della velocita, pompa e
motore a cilindrata variabile.

Cambiorripartitore a 2 velocita.

4 ruote motrici.

Bloccaggio differenziale sull'assale anteriore.

Velocita massima: 30 Km/h (G3514); 34 Km/h (G3518).

Pendenza massima superabile: 56%.

Sterzo
Servoassistito; 3 tipi di sterzatura: T- WAY SYSTEM.

Freni
Multidisco in bagno d'olio, autoregistranti, su entrambi gli assali.

Sistemaidraulico

Pompa idraulica a cilindrata variabile di tipo Load sensing per servizi,
rotazione torretta, sterzatura idraulica, stabilizzatori, livellamento del telaio,
attacco rapido degli accessori.

Joystick elettro-proporzionale multifunzione 4x1.

Portata 130 I/min. (G3514), 195 I/min (G3518) e pressione di servizio 250
bar.

Correttore diinclinazione sull'assale anteriore (+6°).

Capacita serbatoi
Gasolio 1251t
Olio motore 11,51
Liquidorefrigerante 151t
Olioidraulico 2001t
Pneumatici

Tipo 18/19,5"PR 16.
Cerchio ruotaa 8 fori (DIN 70361).

Forche e piastra porta-attrezzi
Forche flottanti, lunghezza 1200 mm, sezione 130x50 mm.
Piastra porta-attrezzi con aggancioidraulico.

Dispositivi di sicurezza

Controllo della stabilita su 360° con:

B |ndicazione del carico sollevato sudisplay digitale

B |ndicazione dell'estensione e dell'inclinazione del braccio per mezzo
didisplay digitale

B Segnale luminoso con LED colorati

B Allarme acustico

B Bloccaggio automatico dei movimenti di estensione ed abbassamento
del braccio

Possibilita di selezione delle curve di carico per le diverse attrezzature

previste.

Blocco stabilizzatori e livellamento del telaio con braccio sollevato.

Protezione contro le manovre accidentali.

Cabinadicomando
Conforme alSO 3471 (ROPS) e ISO 3449 (FOPS).

Accessoried attrezzature
E disponibile una vasta gamma di accessori ed attrezzature per impieghi
civili ed industriali: consultare il catalogo relativo.

Per ulterioriinformazioni, contattare il distributore locale pit vicino o 'ufficio vendite Terexlift indicato.
Il miglioramento continuo dei nostri prodotti € una politica Terex. | dati informativi sono soggetti a
variazione senza obbligo di preawviso. Le fotografie e le illustrazioni di questo catalogo hanno
semplicemente scopi illustrativi. Fare sempre riferimento al Manuale d'Uso per il corretto utilizzo di
questa apparecchiatura. Qualsiasi omissione nel seguire il manuale o altro atto irresponsabile pud
causare lesioni gravi o addirittura la morte. | prezzi e le specifiche sono soggetti a cambiamenti senza
preavviso. L'unica garanzia applicabile ¢ la garanzia riportata sulle condizioni generali di vendita.
Terexlift non da altra garanzia, espressa o tacita. | prodotti ed i servizi indicati possono essere dei
marchi commerciali o dei brevetti della TEREX Corporation e/o relative filiali. Tutti i diritti sono
riservati. Copyright ©2005 Terexlift srl. "TEREX" & un marchio registrato di TEREX Corporation in
Italia ed in molti altri paesi. Terexlift € un'azienda del gruppo TEREX.

Engine
Diesel direct injection, water cooled, 4 cylinders turbocharged, power 74,4
kW (101 HP); low emissions according to UE 97/68 normative.

Transmission

Hydrostatic, closed circuit, continuous speed regulation, variable
displacement pump and motor

2-speed mechanical gearbox.

4-wheel drive.

Differential locking on front axle.

Max speed: 30 Km/h (G3514); 34 Km/h (G3518).

Max gradient attainable: 56%.

Steering
Power assisted steering; 3 steeringmodes: T- WAY SYSTEM.

Brake
Multidisk, oilimmersed, self-adjusting, on both axles.

Hydraulic system

Variable displacement Load sensing type hydraulic pump for services,
turret rotation, hydraulic steering, stabilizers, chassis levelling and quick
coupling oftools.

4x1 Multifunction electro-proportional joystick.

130 /min. flow rate (G3514), 195 I/min. flow rate (G3518) - 250 bar system
pressure.

Chassis levelling on the front axles ( 6°).

Tanks capacities

Fuel 1251t
Engine oil 11,51t
Coolant 151t

Hydraulic oil 2001t

Tyres
Type 18/19,5" PR 16.
8-holes wheel disk (DIN 70361).

Forks and attachments holder plate
Type floating forks, length 1200 mm, section 130x50 mm.
Attachment holder plate with hydraulic coupling.

Stability monitoring system

Stability control system on 360° with:

B Wonitoring of the lifted load through digital display

B Monitoring of the boom extension and inclination through digital
display

B Visual display with coloured LEDs

B Audible Alarm

B Automatic Lockout of boom extension and lowering

Possibility of selection of the appropriate loading diagram accordingly to

the attachment used.

Lockout of stabilizers and chassis levelling with boom raised.

Protection against accidental manoeuvres.

Operating cab
Conforms to1SO 3471 (ROPS) and ISO 3449 (FOPS).

Accessories and attachments
A wide range of accessories and attachments for civil and industrial works is
available: see relevant catalogue.

For further information, please contact your local distributor or the Terexlift sales office listed.
Continuous improvement of our products is a Terex policy. Product specifications are subject to
change without notice or obligation. The photographs and drawings in this brochure are for illustrative
purposes only. Refer to the appropriate Operator's Manual for instructions on the proper use of this
equipment. Failure to follow the appropriate Operator's Manual when using our equipment or to
otherwise act irresponsibly may result in serious injury or death. Prices and specifications subject to
change without notice. The only warranty applicable is the standard written warranty applicable to the
particular product and sale. Terexlift makes no other warranty, expressed or implied. Products and
services listed may be trademarks, service marks or tradenames of TEREX Corporation and/or its
subsidiaries and all rights are reserved. Copyright ©2005 Terexlift srl. “TEREX” is a Registered
Trademark of TEREX Corporation, in Italy and many other countries. Terexliftis a TEREX Company.

Benna per inerti Benna calcestruzzo Falcone
Loading shovel Concrete bucket Jib

Benna miscelatrice Cestello portamattoni Falcone con verricello idraulico
Mixing bucket Brick-holder bucket Jib with hydraulic winch

Gancio su piastra Verricello idraulico Navicelleda2a55m
Man-platforms from 2 to 5,5 m

Forche con traslatore idraulico 1atd
Forks with hydraulic side-shift Fixed hook on plate Hydraulic winch

TEREX COMPACT ITALIA
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Zona Industriale - 06019 Umbertide - Perugia, Italy
Tel. +39 075 94181.1 - Fax +39 075 9418101
w  www.terexlift.it » e-mail: terexlift@terexlift.it
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