
APC REPORT

Dieselmotor: 
Deutz TCD 6.1 L6
160 kW

Unterwagen:
4-Punkt-Abstützung

Ladeeinrichtung MQC:
•	 Ausleger 6,4 m
•	 MQC Zwischenstiel mit OQ80i 

Wechseleinheit maschinenseitig
•	 Ladestielkopf 4,6 m vom MHL350F FQC
•	 Ölsummierung Scherenbetrieb wie 

MHL350F FQC
•	 Max. Scherengröße (4.400 kg) Genesis 

GXP400R

Optionen:
•	 “Verbundsicherheitsglas P5A 

(Frontscheibe und Dachfenster)”
•	 Sitzheizung
•	 Standheizung mit Temperaturvorwahl
•	 Fußtaster Schwenkarretierung 
•	 Lichtpakete 1,2,3,4 Power LED
•	 Hubzylinderdämpfung (Kolbenspeicher)
•	 Rohrbruchventile für Hub- und 

Stielzylinder
•	 Schlagschutz Ladestiel
•	 Zentrale Schmierleiste am Unterwagen
•	 Umkehrlüfter für Hydraulikölkühler und 

Wasser-/Ladeluftkühler
•	 Werkzeugfiltersystem
•	 Generator 20 kW
•	 E-Leitung Stielkopf
•	 Aktiver Zyklonvorabscheider

Betriebsanleitung: BA-MQC-MHL350-5514-xxxx-de
Auslieferung: März 2019

Einsatz:
Schrottverarbeitung: Einsatz als Standardgerät mit Greifer oder Schrottscheren. Durch das 
MQC System vereinfacht sich die Positionierung der Schere.

Händler: Kiesel GmbH
Kunde: August Kutter GmbH & Co. KG
Ort: Memmingen

www.terex-fuchs.com

160 kW 35,5 t 14 mmhl350f mqc



APC REPORT

Diesel engine: 
Deutz TCD 6.1 L6
160 kW

Undercarriage:
4-pointstabilizers

Loading equipment MQC:
•	 Boom 6,4 m
•	 MQC stick with OQ80i exchange unit on the 

machine side
•	 Stick head 4,6 m from MHL350 FQC
•	 Oil summation like by MHL350 FQC
•	 Max. shears size (4,400 kg) Genesis 

GXP400R

Options:
•	 Reinforced glass P5A (windscreen  

and roof panel)
•	 Seat heating
•	 Auxiliary heating with timer and  

temperature preselection
•	 Pedal for swingbreak lock
•	 Light package 1,2,3,4 Power LED
•	 Boom cylinder damping system (piston 

accumulator)
•	 Hose rupture valves for boom and stick 

cylinder
•	 Stick protection
•	 Central greasing point for undercarriage
•	 Reversible fan for oil, water and intercooler
•	 Filter system for attachments
•	 Generator 20 kW
•	 Electric cable Stick Head
•	 Active cyclone prefilter

Operating Manual: BA-MQC-MHL350-5514-xxxx-de
Delivery: March 2019

Application:
Scrap processing: the MHL350MQC will work as a standard material handler 
with a grab and additionally with a scrap shear. The MQC system simplifies 
the positioning of the scrap shear.

Dealer: Kiesel GmbH
Customer: August Kutter GmbH & Co. KG
Location: Memmingen

www.terex-fuchs.com

mhl350f mqc 160 kW 35,5 t 14 m


