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DANGER
Failure to obey the instructions and safety 
rules in the appropriate Operator’s Manual and 
Service Manual for your machine will result in 
death or serious injury. 

Many of the hazards identified in the 
Operator’s Manual are also safety hazards 
when maintenance and repair procedures are 
performed. 

DO NOT PERFORM 
MAINTENANCE UNLESS:

 √ You are trained and qualified to perform 
maintenance on this machine. 

 √ You read, understand and obey: 
 • manufacturer’s instructions and safety rules
 • employer’s safety rules and worksite  

  regulations
 • applicable governmental regulations 

.

 √ You have the appropriate tools, lifting 
equipment and a suitable workshop.

The information contained in this Tech Tip is a 
supplement to the Service Manual. Consult the 
appropriate Service Manual of your machine for 
safety rules and hazards. 
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INTRODUCTION
Use the following steps to decipher the serial number information for a Terex Auger Drill 
manufactured between 1990 and 2012.

STEP 1
Serial number 1E65F01 will be used as an example. The breakdown of the serial number is below. 
The remaining steps will break down each portion of the serial number.

STEP 2
The first digit is the internal inventory code for finished machines.
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STEP 3
The second position is the code indicating the year the unit was manufactured.

Use the chart below to determine the year based on the code provided. In this example the unit was 
manufactured in 1990.
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STEP 4
The next two places identify the product code. 
Use the following table to identify the product 
according to the serial number.
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STEP 5
The sequence letter and number is used to determine the order in which this unit was built in the 
given year.
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FOR FURTHER ASSISTANCE, 
CONTACT THE TEREX UTILITIES TECHNICAL SUPPORT TEAM
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