





Options

¢ Electrical switchgear panel and hydraulic lift
¢ Power cables and quick disconnects

« Hydraulic leveling or pinned run-on jacks

¢ Three Plus One Single Pivot Suspension

e Oversize 315/80 R22.5 tires

¢« Various power configurations (380v thru 575v, 50hz
or 60hz)

Cone Specifications

Metric Imperial

Motor Size 300 kW 400 hp
Cone Head Diameter (nominal) 1300 mm 51”
Maximum Feed Size 220 mm 8.5”
Maximum Closed Side Setting 50 mm 2”
Capacity @ 1" (25 mmy css 2310 33357
Basic Crusher Weight 18,106 kg 39,917 Ib

TC1300X Cone

Bearing Type Thrust
Bearing Type Radial

Adjustment

Taper Roller
Roller

Hydraulic Cylinder

Note: Listed throughput capacity, maximum feed size and motor
requirements are approximate and will vary depending on
material properties, feed gradation, moisture content, chamber
selection, feed method and other site specific operating
conditions.

Working Dimensions

View of the overflow chute

Optional Switchgear

with Hydraulic Lift
(remove switchgear
during operation)

42” Wide Under

Crusher Conveyor 247 Screen Motor Foldable
Metal Detector Cross Flex Shaft Screen
Conveyor Drive Ladder
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Shown with optional run-on jacks, switchgear controls and standard quad axle configuration.

Estimated Weights

Base plant with optional run-on jacks, electric power panel
and standard quad axle configuration.

Base plant with optional run-on jacks, electric power panel
and optional three plus one axle configuration.

Kingpin Axle Total
57,841 lbs 75,510 lbs 133,351 Ibs
(25,329 kg) (34,251 kg) (60,487 kg)
59,199 lbs 77,628 lbs. 136,827 lbs
(26,852 kg) (35,211 kg) (62,064 kg)



Transport Dimensions
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Cone drive 400 300
TSV Screen drive 50 37
Overhead conveyor 20 15
Fines conveyor 10 7
Under crusher conveyor 15 n
Cross conveyor 5 4
Cone lube tank 1.5 11
Cone hydraulic power unit 3 2.2

Screen Blending
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Product specifications and prices are subject to change without notice or obligation. The photographs and/or drawings in this
document are for illustrative purposes only. Refer to the appropriate Operator’s Manual for instructions on the proper use of
this equipment.

Failure to follow the appropriate Operator’s Manual when using our equipment or failure to act responsibly may result in
serious injury or death.

The only warranty applicable to our equipment is the standard written warranty applicable to the particular product and sale,
and Terex makes no other warranty, express or implied. Terex, the Terex Crown design, Cedarapids, Canica, Simplicity, Jaques,

El-Jay and Rollercone are trademarks of Terex Corporation or its subsidiaries. All rights are reserved. © September 2024. G m
HuckBolts is a registered trademark of Arconic Fastening Systems.



